A novel, cedar-shaped, coplanar waveguide-fed frequency reconfigurable antenna is proposed. The presented antenna uses low-cost FR4 substrate with a thickness of 1.6 mm. Four PIN diodes are inserted on the antenna surface to variate the current distribution and alter the resonant frequencies with different combinations of switches. The proposed antenna is fabricated and measured for all states, and a good agreement is seen between measured and simulated results. This antenna resonates within the range of 2 GHz to 10 GHz, covering the major wireless applications of aviation service, wireless local area network (WLAN), worldwide interoperability for microwave access (WiMAX), long distance radio telecommunications, and X-band satellite communication. The proposed antenna works resourcefully with reasonable gain, significant bandwidth, directivity, and reflection coefficient. The proposed multiband reconfigurable antenna will pave the way for future wireless communications including WLAN, WiMAX, and possibly fifth-generation (5G) communication.
Introduction
The antenna is considered a vital component for every wireless communication system nowadays. To meet the requirements of different applications in one device, multiband antennas, wideband antennas, and reconfigurable antennas have served this purpose. These individual devices can have many uses, e.g., for global positioning systems (GPS), global system for mobile communication (GSM), Bluetooth, wireless local area network (WLAN), etc. Antenna size and cost are two significant factors when designing any sort of antenna.
Reconfigurable antennas are found to be the best solution, as they can be reconfigured to resonate on different frequencies to provide various functions. Reconfigurable antennas also offer unique advantages, such as flexibility and compactness. Reconfigurable antennas can modify their properties such as frequency, polarization, and radiation pattern with changing environmental conditions or varying system requirements in a controlled manner [1] . A comprehensive and detailed review regarding microstrip reconfigurable antennas has been provided by Shakhirul et al. [2] . Different modern techniques for reconfiguration have been analyzed and the pros and cons are discussed. Methods of improving the switching capability and achieving operation at different frequency bands are discussed and investigated. reconfigurable antenna, with six states switchable between 2.2 GHz to 4.75 GHz [19] . However, there are three drawbacks in the design; complexity due to the large number of switches; large size; and low impedance bandwidth. It must be noted that the concept of achieving wideband performance from the tapered structure is based on [20, 21] , where the authors utilized a printed tapered monopole antenna (PTMA) and investigated the ultra-wideband (UWB) behavior. They showed their step by step approach to bandwidth dispensation from corresponding rectangular to tapered and then from circular/cylindrical to tapered structures. They also compare the bandwidth performance in each case. Therefore, in this paper, a CPW-fed, compact, cedar-shaped, multiband frequency reconfigurable antenna is proposed. The main advantage of this antenna is its ability to tune to different resonant frequencies. The length of the radiating patch is changed by the lumped elements, mainly PIN diodes in this design, to achieve different resonant frequencies ranging from 2 GHz to 10 GHz.
The paper is arranged in the following manner. Section 2 gives step by step guidelines and the approach used in designing the proposed antenna. Section 3 investigates and provides the refined antenna's simulated vs. measured results in different scenarios. Section 4 compares the proposed work with the recently published state of the art designs in the literature, which is followed by a conclusion section.
Step by Step Design Guidelines and Approach

Antenna Geometry
The corresponding geometrical dimensions of the proposed multiband reconfigurable antenna is displayed in Figure 1 . This antenna utilizes a low-cost FR4-Epoxy substrate with loss tangent tan δ = 0.02, dielectric constant ε r = 4.4, and thickness of 1.6 mm. The overall dimensions of the antenna are 40 × 60 mm 2 . The antenna design modeling is carried out in a commercially available FEM (Finite element method)-based simulator, ANSYS HFSS. Moreover, we have also validated our results on time domain-based simulator CST (FDTD) before fabrication and measurement.
To achieve improved impedance matching and acceptable gain, the shape of the main radiating patch resembles the cedar tree and the rectangular slots are placed over an equilateral triangle. The antenna is designed in such a way to resonate on different frequency bands, using four PIN diodes, named 2, 3, 4, and 5, with a lumped element boundary in a reserved slot of 1 mm. The width of the CPW feedline is 1 mm to excite the antenna with the characteristic impedance of 50 Ω. This value of CPW feedline is evaluated by using Equations (1)-(6) [22] .
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The parameters used in these equations are described as follows: S c is the width of the central conductor, Zo cp is the characteristic impedance of the CPW line, W is the separation between the central conductor and ground plane, ε r is the relative dielectric constant of the substrate, ε eff is an effective dielectric constant, h is the thickness of the substrate, K 1, and K 2 can be calculated by utilizing S c , W, h, a, and b as defined before. K(k) is defined as the integral of first order with argument k or complementary argument k . Table 1 displays the optimized overall dimensions of the antenna. Transmission line theory is used to calculate the effective length for a specific resonating frequency using Equation (7) taken from [23] .
where h is the thickness of the substrate, c is the speed of light, L r is the length of the resonant frequency, and ε r is the relative permittivity of the substrate.
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The parameters used in these equations are described as follows: Sc is the width of the central conductor, Zocp is the characteristic impedance of the CPW line, W is the separation between the central conductor and ground plane, Ɛr is the relative dielectric constant of the substrate, Ɛeff is an effective dielectric constant, h is the thickness of the substrate, K1, and K2 can be calculated by utilizing Sc, W, h, a, and b as defined before. K(k) is defined as the integral of first order with argument k or complementary argument k΄. Table 1 displays the optimized overall dimensions of the antenna. Transmission line theory is used to calculate the effective length for a specific resonating frequency using Equation (7) taken from [23] .
where h is the thickness of the substrate, c is the speed of light, Lr is the length of the resonant frequency, and εr is the relative permittivity of the substrate. Figure 2 shows the steps to achieve the cedar-shaped antenna at different operating modes with its corresponding S11, which basically represents how much power is reflected from the antenna, and hence is known as the reflection coefficient [22] . The minimum value of |S11| is 0 (best case and corresponding dB value is -∞), the maximum value of |S11| is 1 (worst case and corresponding dB value is 0), and the compromised/acceptable value of |S11| is 0.33 (corresponding dB value is almost -10). As can be seen in our simulations, the corresponding S11-parameter value is less than −10dB in all passbands. Parametric analysis of the antenna is performed based on the corresponding S11. To perform it, first, an occupied equilateral triangle is designed as a basic structure with a CPW feedline. Figure 2 shows the steps to achieve the cedar-shaped antenna at different operating modes with its corresponding S 11, which basically represents how much power is reflected from the antenna, and hence is known as the reflection coefficient [22] . The minimum value of |S11| is 0 (best case and corresponding dB value is -∞), the maximum value of |S11| is 1 (worst case and corresponding dB value is 0), and the compromised/acceptable value of |S11| is 0.33 (corresponding dB value is almost -10). As can be seen in our simulations, the corresponding S 11 -parameter value is less than −10 dB in all passbands. Parametric analysis of the antenna is performed based on the corresponding S 11. To perform it, first, an occupied equilateral triangle is designed as a basic structure with a CPW feedline. In this case, the electrical length is large, and the current is flowing through the whole antenna, thus making it resonate at multiple frequencies, i.e., 2.7 GHz, 4.3 GHz, and 6.2 GHz. Secondly, a strip is defined at the upper side of the equilateral triangle which results in a frequency shift at 3 GHz. In the last case, the lower part of the equilateral triangle is disjoined from the previous design to obtain a higher frequency, i.e., 8.2 GHz, as the current path becomes shorter compared to other cases. All these variations with corresponding reflection coefficient plots are shown in Figure 1 .
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In this case, the electrical length is large, and the current is flowing through the whole antenna, thus making it resonate at multiple frequencies, i.e., 2.7 GHz, 4.3 GHz, and 6.2 GHz. Secondly, a strip is defined at the upper side of the equilateral triangle which results in a frequency shift at 3 GHz. In the last case, the lower part of the equilateral triangle is disjoined from the previous design to obtain a higher frequency, i.e., 8.2 GHz, as the current path becomes shorter compared to other cases. All these variations with corresponding reflection coefficient plots are shown in Figure 1 . The ultimate proposed design is obtained by the incorporation of four PIN diodes (2, 3, 4, 5) at specified locations. The diodes are termed as S with 1 mm reserved slots between the upper and middle portion of the equilateral triangle. This results in frequencies ranging from 2 GHz to 10 GHz. A flow chart demonstrating the steps taken to achieve the desired design is shown in Figure 3 . The corresponding radiation pattern, including both principal planes for the fundamental structure, is shown in Figure 4 . 
Switch Design
To confer electronic reconfigurability, model shunt switches were substituted with PIN diodes. These PIN diodes are suitable for reconfiguration owing to their reliability, low cost, high switching speed, small size, and decreased capacitance and resistance in the ON and OFF states. Figure 5a ,b illustrates both the ON and OFF states in that order. The reactive components Ct and Ls produce the packaging impact, while others develop the electronic traits in the ON and OFF states of the diode junction. Referring to the datasheet of PIN diode SMP 1320-079, the lumped characteristics for the ON state are Ls = 0.7 nH, Rs = 0.9 Ω. In the OFF state (reverse biased), Rp is given a higher value than the reactance Ct because of packaging; therefore, it is ignored from the equivalent diode model.
It is noteworthy that during the simulation process in HFSS, a strip element of size around 1 mm × 1 mm was used to characterize the PIN diode, and its equivalent circuit in the ''ON'' and ''OFF'' states is as shown in Figure 5a ,b, respectively. The reason for using a PIN diode in this work is because the PIN diode has better RF switching capability [23] . Notably, removing this strip element during the simulation to indicate the ''OFF'' state has also been investigated, and the results are very similar to applying the lumped element as in Figure 5 . Thus, in the following simulation, the latter technique was used. To maintain good DC isolation in practical scenarios, four RF chokes (inductors with 1 µH) must be used in the DC biasing circuit, and they need to be linked to a two separate two-position dual inline package (DIP) switch and a low-power lithium battery (approximately 3 volts DC and a continuous standard load current of 0.2 mA). However, it must be noted that the DC supply is to be protected from RF. DC blocking is done using an appropriate capacitor and RF blocking is done using an RF choke. Values of capacitance and inductance are based on the operating frequency.
For clarity and simplicity, we employed a simple strip that can turn on and off the switch for demonstration. For further use in practical applications, the biasing circuit of Case 3 is provided, which is very simple to predict. The switch is connected to the 3 V battery and the two terminals are considered, one with a via hole and the other through an RF choke of 1 µH. A strip has been placed on the back side for via connection through the battery and can be soldered in the same way as in [24, 25] . A similar procedure has been adopted for Case 4. All these cases were first studied in a simulation environment in order to determine the possible states. In fabrication, different antennas are designed for each case in order to clearly distinguish them and so that the reader may understand the step by step approach. All cases are measured, and the results are provided in each case. Only states that have an independent feed are considered and placed in the manuscript. A canonical model of Case 3 is also provided in Figure 5c for further illustration. 
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It is noteworthy that during the simulation process in HFSS, a strip element of size around 1 mm × 1 mm was used to characterize the PIN diode, and its equivalent circuit in the "ON" and "OFF" states is as shown in Figure 5a ,b, respectively. The reason for using a PIN diode in this work is because the PIN diode has better RF switching capability [23] . Notably, removing this strip element during the simulation to indicate the "OFF" state has also been investigated, and the results are very similar to applying the lumped element as in Figure 5 . Thus, in the following simulation, the latter technique was used. To maintain good DC isolation in practical scenarios, four RF chokes (inductors with 1 µH) must be used in the DC biasing circuit, and they need to be linked to a two separate two-position dual inline package (DIP) switch and a low-power lithium battery (approximately 3 volts DC and a continuous standard load current of 0.2 mA). However, it must be noted that the DC supply is to be protected from RF. DC blocking is done using an appropriate capacitor and RF blocking is done using an RF choke. Values of capacitance and inductance are based on the operating frequency.
For clarity and simplicity, we employed a simple strip that can turn on and off the switch for demonstration. For further use in practical applications, the biasing circuit of Case 3 is provided, which is very simple to predict. The switch is connected to the 3 V battery and the two terminals are considered, one with a via hole and the other through an RF choke of 1 µH. A strip has been placed on the back side for via connection through the battery and can be soldered in the same way as in [24, 25] . A similar procedure has been adopted for Case 4. All these cases were first studied in a simulation environment in order to determine the possible states. In fabrication, different antennas are designed for each case in order to clearly distinguish them and so that the reader may understand the step by step approach. All cases are measured, and the results are provided in each case. Only states that have an independent feed are considered and placed in the manuscript. A canonical model of Case 3 is also provided in Figure 5c for further illustration.
In the proposed antenna design, modeling of the PIN diode in HFSS has been done by employing two sets of lumped RLC boundary conditions, as shown in Figure 6 . L is the first portion of this RLC model and the second is a parallel combination of R p and C t for the OFF state or R s for ON state, respectively. Ansoft HFSS (High Frequency Structure Simulator) is used for modeling of the PIN diodes, which provides robustness regarding reconfiguration among several resonating frequency bands. In the proposed antenna design, modeling of the PIN diode in HFSS has been done by employing two sets of lumped RLC boundary conditions, as shown in Figure 6 . L is the first portion of this RLC model and the second is a parallel combination of Rp and Ct for the OFF state or Rs for ON state, respectively. Ansoft HFSS (High Frequency Structure Simulator) is used for modeling of the PIN diodes, which provides robustness regarding reconfiguration among several resonating frequency bands. 
Results and Discussions
For validation of the performance parameters of the designed antenna, a prototype was fabricated for all four cases, as shown in Figure 7 , and measured. A vector network analyzer was used for measurement of the reflection coefficient and VSWR. The antenna radiation pattern is measured using the anechoic chamber installed in the NUST research center for microwave and millimeter waves (RIMMS). The chamber can characterize antennas in the frequency range from 0.8 GHz to 40 GHz. The anechoic chamber is equipped with a near-field planner scanner and a far-field tower to measure the radiation pattern of a given antenna under test (AUT). The measurement software has the capability to transform the near-field data to far-field data for plotting antenna radiation patterns in 3D. A snapshot of the measurement setup in the anechoic chamber of the proposed antenna is shown in Figure 8a while the zoom in view is shown in Figure 8b . In the proposed antenna design, modeling of the PIN diode in HFSS has been done by employing two sets of lumped RLC boundary conditions, as shown in Figure 6 . L is the first portion of this RLC model and the second is a parallel combination of Rp and Ct for the OFF state or Rs for ON state, respectively. Ansoft HFSS (High Frequency Structure Simulator) is used for modeling of the PIN diodes, which provides robustness regarding reconfiguration among several resonating frequency bands. 
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For validation of the performance parameters of the designed antenna, a prototype was fabricated for all four cases, as shown in Figure 7 , and measured. A vector network analyzer was used for measurement of the reflection coefficient and VSWR. The antenna radiation pattern is measured using the anechoic chamber installed in the NUST research center for microwave and millimeter waves (RIMMS). The chamber can characterize antennas in the frequency range from 0.8 GHz to 40 GHz. The anechoic chamber is equipped with a near-field planner scanner and a far-field tower to measure the radiation pattern of a given antenna under test (AUT). The measurement software has the capability to transform the near-field data to far-field data for plotting antenna radiation patterns in 3D. A snapshot of the measurement setup in the anechoic chamber of the proposed antenna is shown in Figure 8a while the zoom in view is shown in Figure 8b . The general states of the achieved bands and positions relating to the various configurations of the PIN diodes are depicted in Table 2 . The electrical length of the presented antenna is characterized by the switch's ON/OFF states that radiate at a particular frequency band. In the Table ' 0' represents the OFF state, whereas '1' represents the ON state. The best possible results out of the 16 tested states were chosen for the manuscript. The four states mentioned in the paper have outstanding characteristic parameters, including VSWR less than 2, wide bandwidth, reasonable gain, and excellent radiation efficiency at all operating frequencies. The reflection coefficient at all states is below -10 dB, which confirms that the antenna operates properly. The antenna parameters were also theoretically calculated using the below-stated Equations (8)-(12) [26] [27] [28] [29] . The calculated values are approximately the same as of the experimentally obtained values. The general states of the achieved bands and positions relating to the various configurations of the PIN diodes are depicted in Table 2 . The electrical length of the presented antenna is characterized by the switch's ON/OFF states that radiate at a particular frequency band. In the Table ' 0' represents the OFF state, whereas '1' represents the ON state. The best possible results out of the 16 tested states were chosen for the manuscript. The four states mentioned in the paper have outstanding characteristic parameters, including VSWR less than 2, wide bandwidth, reasonable gain, and excellent radiation efficiency at all operating frequencies. The reflection coefficient at all states is below −10 dB, which confirms that the antenna operates properly. The antenna parameters were also theoretically calculated using the below-stated Equations (8)-(12) [26] [27] [28] [29] . The calculated values are approximately the same as of the experimentally obtained values.
L RT = −20 log 10 |Г| (9)
The variables from the above equations are described as follows: Г is reflection coefficient, L RT is the return loss, Z a is input impedance of the antenna, R L is the loss resistance, and R r is the radiation resistance of the antenna.
Along with above-mentioned antenna features, effective aperture is one of the critical parameters to calculate because the surface current and field intensity at the aperture of the antenna is not uniform. The effective aperture of the antenna is theoretically calculated from Equation (13) [30] . To obtain gain and directivity, D values for the proposed antenna were determined. η ap is the aperture efficiency, A p is the physical aperture, and A e is the effective aperture of the antenna.
It should be noted that physical aperture A p is always less than the effective aperture A e . 
Case 1: (All Switches ON)
The measured and simulated S 11 in Case 1 are shown in Figure 9 . All the switches are ON in this case; thus, current pass through the longest path and all parts of the antenna radiates. In this mode, the antenna resonates at four different operating bands from 2.2 GHz to 9.7 GHz. This band has almost same radiation pattern, i.e., the omnidirectional pattern in H-plane and bidirectional in E-plane, as all its frequency bands, so a radiation pattern that is appropriate for all frequencies is selected for inclusion in the paper. This antenna is an excellent choice for integration into portable devices for wireless communication. Figure 10 shows the radiation pattern for all switches in the ON state. 10 of 18 The C-band is used for long-distance radio telecommunications. Mostly 4.4 GHz is used for defense communication. The third band achieved is from 7.8 GHz to 8.4 GHz with an operating frequency of 8.1 GHz and an impedance bandwidth of 600 MHz. This band covers an essential part of the X-band for wireless communication. It includes the military demand for satellite uplinks and the mobile satellite sub-band from 7.9 GHz to 8 GHz for naval and land mobile satellite earth stations. The military requirement for earth exploration satellite (downlink) purposes is in the band from 8 GHz to 8.4 GHz. The last band, in this case, starts from 9.2 GHz and ends at 9.7 GHz with an operating frequency of 9.4 GHz and an impedance bandwidth of 500 MHz. It is used for satellite communications, radar, terrestrial broadband, space communications, and amateur radio. The The C-band is used for long-distance radio telecommunications. Mostly 4.4 GHz is used for defense communication. The third band achieved is from 7.8 GHz to 8.4 GHz with an operating frequency of 8.1 GHz and an impedance bandwidth of 600 MHz. This band covers an essential part of the X-band for wireless communication. It includes the military demand for satellite uplinks and the mobile satellite sub-band from 7.9 GHz to 8 GHz for naval and land mobile satellite earth stations. The military requirement for earth exploration satellite (downlink) purposes is in the band from 8 GHz to 8.4 GHz. The last band, in this case, starts from 9.2 GHz and ends at 9.7 GHz with an operating frequency of 9.4 GHz and an impedance bandwidth of 500 MHz. It is used for satellite communications, radar, terrestrial broadband, space communications, and amateur radio. The summarized results of this case are presented in Table 3 . The first band is from 2.2 GHz to 3.4 GHz with a mid-operating frequency of 2.7 GHz and an impedance bandwidth of 1200 MHz. It covers the WLAN standards of 2.4 GHz to 2.484 GHz and WiMAX standards of 2.5 GHz to 2.69 GHz. The second band is from 3.8 GHz to 4.7 GHz with an operating frequency of 4.4 GHz and an impedance bandwidth of 900 MHz. This band covers a part of the S-band. The S-band is used for weather radar, surface ship radar, and some communications satellites (WLAN, Bluetooth, ZigBee, radio astronomy, microwave devices/communications, mobile phones, GPS, amateur radio).
The C-band is used for long-distance radio telecommunications. Mostly 4.4 GHz is used for defense communication. The third band achieved is from 7.8 GHz to 8.4 GHz with an operating frequency of 8.1 GHz and an impedance bandwidth of 600 MHz. This band covers an essential part of the X-band for wireless communication. It includes the military demand for satellite uplinks and the mobile satellite sub-band from 7.9 GHz to 8 GHz for naval and land mobile satellite earth stations. The military requirement for earth exploration satellite (downlink) purposes is in the band from 8 GHz to 8.4 GHz. The last band, in this case, starts from 9.2 GHz and ends at 9.7 GHz with an operating frequency of 9.4 GHz and an impedance bandwidth of 500 MHz. It is used for satellite communications, radar, terrestrial broadband, space communications, and amateur radio. The summarized results of this case are presented in Table 3 . 
Case 2: (All Switches Off)
The simulated and measured S 11 in Case 2 are depicted in Figure 11 . All the switches are OFF in this case; thus, current passes through the shortest path, and part of the antenna resonates. In this mode, the antenna resonates at five different operating bands with an impedance bandwidth of 2.1 GHz to 8.8 GHz. The radiation pattern of this case shows the same behavior, with an omnidirectional pattern in the H-plane and bidirectional in the E-plane as shown in Figure 12 .
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The first band achieved, in this case, is from 2.1 GHz to 3.3 GHz with an operating frequency of 2.7 GHz and an impedance bandwidth of 700 MHz. This band is used in earth exploration satellites, radio astronomy, and space research services whereas the 2.7 GHz to 2.9 GHz band is used by aviation services. The band from 3.1 GHz to 3.3 GHz band is used in by radiolocation services. This band is allocated for both federal and nonfederal use. The second band achieved is from 3.6 GHz to 4.3 GHz with an operating frequency of 4.1 GHz and an impedance bandwidth of 700 MHz. This band is useful for WiMAX applications. The third band achieved is from 5.2 GHz to 5.46 GHz with an operating frequency of 5.4 GHz and an impedance bandwidth of 260 MHz. This band can be used mainly for 5.15 GHz to 5.825 GHz standard WLAN applications. The fourth band achieved is from 6.4 GHz to 6.8 GHz with an operating frequency of 6.6 GHz and an impedance bandwidth of 400 MHz. This band is used for long-distance radio telecommunications. The last band of this case covers 8.4 GHz to 8.8 GHz with an operating frequency at 8.6 GHz and an impedance bandwidth of 400 MHz. This band is used for X-band Satellite communication. Table 4 presents the summarized results of this case. The first band achieved, in this case, is from 2.1 GHz to 3.3 GHz with an operating frequency of 2.7 GHz and an impedance bandwidth of 700 MHz. This band is used in earth exploration satellites, radio astronomy, and space research services whereas the 2.7 GHz to 2.9 GHz band is used by aviation services. The band from 3.1 GHz to 3.3 GHz band is used in by radiolocation services. This band is allocated for both federal and nonfederal use.
The second band achieved is from 3.6 GHz to 4.3 GHz with an operating frequency of 4.1 GHz and an impedance bandwidth of 700 MHz. This band is useful for WiMAX applications. The third band achieved is from 5.2 GHz to 5.46 GHz with an operating frequency of 5.4 GHz and an impedance bandwidth of 260 MHz. This band can be used mainly for 5.15 GHz to 5.825 GHz standard WLAN applications. The fourth band achieved is from 6.4 GHz to 6.8 GHz with an operating frequency of 6.6 GHz and an impedance bandwidth of 400 MHz. This band is used for long-distance radio telecommunications. The last band of this case covers 8.4 GHz to 8.8 GHz with an operating frequency at 8.6 GHz and an impedance bandwidth of 400 MHz. This band is used for X-band Satellite communication. Table 4 presents the summarized results of this case. 
Case 3: (Switches 2 and 4 ON, Switches 3 and 5 OFF)
The measured and simulated S 11 in Case 3 are shown in Figure 13 . Switches 2 & 4 are ON in this case, whereas switches 3 & 5 are OFF; thus, current passes through the upper part of the antenna only. In this mode, the antenna resonates at five different operating bands with an impedance bandwidth of 2.2 GHz to 9.2 GHz. The radiation pattern of this case shows the same behavior, having an omnidirectional pattern in the H-plane and a bidirectional pattern in the E-plane, as shown in Figure 14 .
an impedance bandwidth of 800 MHz. This band is used for satellite and space communications. Table 5 shows the summarized results of this case.
Regarding Case 2 and Case 3, the applications of both cases are different since the variation in frequency is very minor, i.e., Case 2 antennas can be used for aviation services, WiMAX, WLAN, long distance radio communication, and X-band satellite communication, while Case 3 antennas can be used for S-band applications, WiMAX, aeronautical radio navigation services, and X-band satellite communication. Figure 13 . Measured and simulated S11 for switches 2 and 4 ON, switches 3 and 5 OFF. 
Case 4: (Switches 2 and 3 ON, Switches 4 and 5 OFF)
The measured and simulated S11 in Case 4 are shown in Figure 15 . Switches 2 & 3 are ON in this case, whereas switches 4 & 5 are OFF; thus, current passes through the right part of the antenna only. In this mode, the antenna resonates at three different operating bands with an impedance bandwidth of 2.2 GHz to 8.8 GHz. The radiation pattern of this case shows the same behavior, having an omnidirectional pattern in the H-plane and bidirectional pattern in the E-plane, as shown in Figure  16 .
The first band in this state ranges from 2.2 GHz to 3.3 GHz with an operating frequency of 2.7 GHz and an impedance bandwidth of 1100 MHz. This band is used in the aviation service, maritime service, and the radiolocation service. The second band ranges from 3.7 GHz to 4.5 GHz with an operating frequency of 4.2 GHz and an impedance bandwidth of 800 MHz. This band is used for long-distance radio telecommunications. The last band ranges from 8.1 GHz to 8.8 GHz with an operating frequency of 8.4 GHz and an impedance bandwidth of 700 MHz. This band covers a In this case, the first three bands are similar to the previous cases but with slight differences. The fourth band ranges from 6.7 GHz to 7.2 GHz with an operating frequency of 6.9 GHz and an impedance bandwidth of 500 MHz. This band supports fixed satellite communication and WiMAX applications. The last band covers 8.4 GHz to 9.2 GHz with an operating frequency of 8.8 GHz and an impedance bandwidth of 800 MHz. This band is used for satellite and space communications. Table 5 shows the summarized results of this case. Regarding Case 2 and Case 3, the applications of both cases are different since the variation in frequency is very minor, i.e., Case 2 antennas can be used for aviation services, WiMAX, WLAN, long distance radio communication, and X-band satellite communication, while Case 3 antennas can be used for S-band applications, WiMAX, aeronautical radio navigation services, and X-band satellite communication.
The measured and simulated S 11 in Case 4 are shown in Figure 15 . Switches 2 & 3 are ON in this case, whereas switches 4 & 5 are OFF; thus, current passes through the right part of the antenna only. In this mode, the antenna resonates at three different operating bands with an impedance bandwidth of 2.2 GHz to 8.8 GHz. The radiation pattern of this case shows the same behavior, having an omnidirectional pattern in the H-plane and bidirectional pattern in the E-plane, as shown in Figure 16 . App.
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The gain (dBi) and percentage efficiency of the proposed antenna is also taken into account and considered at all four cases. The brief description of the gain is tabulated in Table 7 which shows the gain of the proposed antenna in all four cases at their resonance frequencies. It is seen that the The first band in this state ranges from 2.2 GHz to 3.3 GHz with an operating frequency of 2.7 GHz and an impedance bandwidth of 1100 MHz. This band is used in the aviation service, maritime service, and the radiolocation service. The second band ranges from 3.7 GHz to 4.5 GHz with an operating frequency of 4.2 GHz and an impedance bandwidth of 800 MHz. This band is used for long-distance radio telecommunications. The last band ranges from 8.1 GHz to 8.8 GHz with an operating frequency of 8.4 GHz and an impedance bandwidth of 700 MHz. This band covers a productive part of the X-band wireless application. The summarized results of this case are given in Table 6 . 
Long Distance
Proposed Antenna Gain and Efficiency (%) at Different Stages
The gain (dBi) and percentage efficiency of the proposed antenna is also taken into account and considered at all four cases. The brief description of the gain is tabulated in Table 7 which shows the gain of the proposed antenna in all four cases at their resonance frequencies. It is seen that the proposed antenna possesses an acceptable gain. Also, a brief description of the antenna efficiency (%) is tabulated in Table 8 and plotted in Figure 17 , which shows the percentage radiation efficiency of the proposed antenna in all four cases at their resonance frequencies. It shows that antenna efficiency (%) is very stable in each case at the resonance frequency. 
Comparison with Other State of the Art Designs
The proposed antenna was compared with the recent state of the art to highlight the novelty of this work. The comparison is summarized in Table 9 . It can be seen that the proposed antenna is advantageous in terms of maximum passbands, its wide reconfigurable behavior, low-cost substrate, and overall size. 
Conclusion
A novel cedar-shaped multiband frequency reconfigurable antenna is proposed for WLAN, WiMAX, X-band satellite, and many other wireless communication systems. The broad tunability of operating bands is achieved by employing switches to alter the effective electrical length of the radiating element of the antenna. The proposed antenna is studied and optimized in different reconfigurable scenarios and validated through measurements. The proposed antenna is studied in terms of important antenna parameters, including reflection coefficient, antenna gain, and radiation pattern, through simulation as well as measurements. This antenna radiates efficiently at all the desired bands. Design simplicity, compactness, and reconfigurability are the features that make this antenna a good choice for future wireless communication applications. 
